FINISH GRADE

T i

VALVE BOX TOP SEE
18" MIN. — Beaverton Standard Dwg 615
36" MAX.
SEE NOTE 1
/ 2" SQUARE
OPERATING NUT
1
1" SCH. 80 STEEL PIPE SHAFT
6" MAX.
CLEARANCE:
/ L 18" MIN./ 114" MAX.
6' MAX - \1/8" STEEL ROCK GUARD (TYP)
M - SEE NOTES 2 AND 3

3/8" STEEL FLAT
BAR 2-1/2" x 2-1/2"

6" 0.D. VALVE BOX ENTENSION
/- SEE NOTE 4

N/

3/8" STEEL SQUARE /
TUBE 3" x 3" x 2" DEPTH

NOTES:

1. Extend the 2-inch square operating nut to a minimum of 18-inches and a maximum of
36-inches below finished grade when the valve nut is 54-inches or deeper.

2. The rock guard shall be a 1/8-inch steel plate welded to the pipe shaft with a diameter that
is 3/8-inch less than the inside diameter of the valve box.

3. Where depth is over 6 feet, a second plate shall be installed equidistant between the first
rock guard and the valve nut. Second plate shall be constructed same as rock guard.

4. Extend valve box by using one piece with no longitudinal cuts, to the length required, of
6-inch O.D., 12 gauge steel pipe or AWWA C900 PVC pipe.
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